GENERAL NOTES
IN D E X O F S H EET S 1. THE STANDARDS AND REVISION NUMBERS STATED IN THE PLANS SHALL APPLY TO THIS CONTRACT.

COVER SHEET 2. THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND CONDITIONS IN THE FIELD PRIOR TO CONSTRUCTION AND THE ORDERING OF MATERIALS.

1
3. ILLINOIS STATE LAW REQUIRES A 48-HOUR NOTICE BE GIVEN TO ALL UTILITIES BEFORE DIGGING. FIELD MARKING OF FACILITIES MAY BE
3_3 IS';'RAEJAQ\'; gﬁ%&%?ﬁ'{g STAND./GEN. NOTES/MIX CHART/COMMITMENTS OBTAINED BY CONTACTING JULTE. OR FOR NON-MEMBERS, THE UTILITY COMPANY DIRECTLY. AGENCIES KNOWN TO HAVE FACILITIES WITHIN
5-6 TYPICAL SECTIONS - LOCATION 1 AND 2 ERENIP O . n c ERAT T
Z »AM VILLAGE_ OF AVISTON «CLINTON COUNTY ELECTRIC COOPERATIVE +CHARTER COMMUNICATIONS, INC.
8—1; gfiﬁmsjhggm Eofégg‘;oh ?ND 2 AT&T ILLINOIS CITY OF TRENTON «TRI-TOWNSHIP WATER. DISTRICT
11-17 SUGGESTED STAGES OF CONSTRUCTION & TRAFFIC CONTROL -LOCATION 1 MEMBERS OF JLU.L.LE. (800) 892-0123 ARE INDICATED BY AN #, NON- J.U.L.ILE. MEMBERS MUST BE NOTIFIED INDIVIDUALLY.
19—218 gﬂé{fm MARKING SHEETS - LOCATION 1 4. THE_CONTRACTOR SHALL BE RESPONSIBLE FOR SEEDING, FERTILIZING. AND MULCHING ANY AREAS DISTURBED BY CONSTRUCTION OPERATIONS.
THIS WORK NILL NOT BE MEASURED FOR PAYMENT BUT SHALL BE CONSIDERED AS INCLUDED IN THE COST OF THE CONTRACT. THE SEEDING
21-34 STRUCTURE PLANS - LOCATION 1 SHALL BE CLASS 1 AND THE APPLICATION OF THE SEEDING, FERTILIZER AND MULCH SHALL BE TO THE SATISFACTION OF THE ENGINEER.
35-37 PLAN SHEETS - LOCATION 2 B B G SHALL 'BE PERFGRMED AS SOON AS POSSIBLE. NO ADDITIONAL COMPENSATION SHALL BE ALLOWED FOR THIS WORK.
38-44ASUGGESTED STAGES OF CONSTRUCTION & TRAFFIC CONTROL - LOCATION 2 5. IF THE CONTRACTOR REMOVES TREES WITHIN THE PROJECT RIGHT-OF-WAY LIMITS FOR HIS CONSTRUCTION ACTIVITY, LE. IN ORDER TO
45-61 STRUCTURE PLANS - LOCATION 2 GAIN ACCESS TO THE PROJECT SITE, IT WILL BE HIS RESPONSIBILITY TO REPLACE THE TREES AT A 1:l RATIO, THE TREES WILL BE REPLACED
62-66AEXISTING STRUCTURE PLANS - LOCATION 1 WITH A 1 GALLON NATIVE ILLINOIS TREE SPECIES AND SHALL BE APPROVED BY THE ENGINEER. THE TREE REMOVAL AND TREE REPLACEMENT

WILL BE AT THE CONTRACTOR’S EXPENSE AND NO OTHER COMPENSATION WILL BE ALLOWED.

6. “ROAD CONSTRUCTION AHEAD” SIGNS SHALL BE PLACED AT THE BEGINNING AND ENDING OF THE PROJECT AND AT ANY SIDEROADS WITHIN THE
PROJECT LIMITS. THIS WILL BE INCLUDED IN THE TRAFFIC CONTROL PAY ITEMS. ALL CONSTRUCTION SIGNS SHALL BE FLUORESCENT ORANGE.

7. NO TRENCHES OR OPEN PITS WILL BE PERMITTED ADJACENT TO A TRAFFIC LANE DURING NONE WORKING HOURS. ALL WIDENING TRENCHES SHALL BE
BACK FILLED DURING THE SAME WORKING DAY IT WAS EXCAVATED.

8. IT SHALL BE THE CONTRACTORS'S RESPONSIBILITY TO INSURE THAT ADJACENT PAVEMENT IS NOT DAMAGED DURING ANY OPERATION.

ALL TEMPORARY PAVEMENT MARKING SHALL BE PLACED IN SUCH A MANNER AS NOT TO INTERFERE WITH THE PLACEMENT OF PERMANENT
PAVEMENT MARKING.

EXCAVATIONS ADJACENT TO THE EDGE OF PAVEMENT SHALL BE PROTECTED WITH EXTENDED LEG BARRICADES AND APPROPRIATE FLASHING OR
STEADY BURNING LIGHTS. NO ADDITIONAL COMPENSATION WILL BE ALLOWED.

H I G HW A Y S T AND ARD S 11. THE THICKNESS OF THE BITUMINOUS MIXTURE SHOWN ON THE PLANS IS A NOMINAL THICKNESS. DEVIATIONS FROM THE NOI\SINAL THICKNESS WILL

BE PERMITTED WHEN SUCH DEVIATIONS OCCUR DUE TO THE IRREGULARITY IN THE BASE ON WHICH THE MIXTURE IS PLACEI

B67-T2AEXISTING STRUCTURE PLANS - LOCATION 2

©

-
=

000001-05 542401-01  635006-03  701326-03 12. THE BOTTOM 6" OF THE TEMPORARY CONCRETE BARRIER SHALL BE PAINTED WITH TEMPORARY PAVEMENT MARKING “WHITE”, THIS WILL NOT BE
001001-02 303001-04 635011-02 70141106 e SURED FOR PAYMENT BUT SHALL BE CONSIDERED AS INCLUDED IN THE COST OF TEMPORARY CONCRETE BARRIER AND NO OTHER COMPENSATION
001006 606301-04 ©42001-01 701421-02 R SHALL BE ALLOWED.

2212%%11'_%2 23?83011.‘588 ,701906-9? ;%%%:8} ' v 13. AN AMOUNT OF TEMPORARY PAVEMENT MARKING EQUIVALENT TO THE AMOUNT OF PERMANENT PAVEMENT MARKINGS HAS BEEN INCLUDED IN THE PLANS.
542106-02  635001-01  7013i6-04  780001-02

542301-02 701321-10  781001-03

COMMITMENTS

NONE
ANY AREAS DISTURBED DUE TO THE CONSTRUCTION ACTIVITIES SHALL BE SEEDED (TEMPORARY AND PERMANENT).
ALL EROSION CONTROL PRODUCTS FURNISHED SHALL BE_SPECIFICALLY RECOMMENDED BY THE MANUFACTURER FOR THE USE
SPECIFIED IN THE EROSION CONTROL PLAN. PRIOR TO THE APPROVAL AND USE OF THE PRODUCT THE CONTRACTOR SHALL
SUBMIT TO THE ENGINEER A NOTARIZED CERTIFICATION BY THE PRODUCERS STATING THE INTENDEI D USE OF THE PRODUCT
AND THAT THE PHYSICAL PROPERTIES REQUIRED FOR THIS APPLICATION ARE MET OR EXCEEDE ED. THE CONTRACTOR S
PROVIDE MANUFACTURER RECOMMENDED INSTALLATION PROCEDURES TO FACILITATE THE ENGINEER IN CONSTRUCTION INSPECTION
TEMPORARY SEEDING AND MULCH SHALL BE COMPLETED ON A WEEKLY BASIS ON EXPOSED GROUND AND SHALL BE IN ACCORDANCE
WITH SECTIOI‘A 280 OF THE STANDARD SPECIFICATIONS. TEMPORARY EROSION CONTROL SEEDING SHALL BE APPLIED AT A RATE
OF 100 LBS/ACRE. MIXTURE REQUIREMENT CHART
EARTH STOCKPILES SHALL BE TEMPORARILY SEEDED IF THEY ARE TO REMAIN UNUSED FOR MORE THAN FOURTEEN DAYS. MIXTURE USE SURFACE BINDER/WIDENING
FINAL SEEDING SHALL BE PERFORMED AS SOON AS POSSIBLE WITH CLASS 2 SEEDING. AC/PG PG 64-22 PG 64-22
THIS WORK WILL BE CONSIDERED AS INCLUDED IN THE UNIT BID COST OF THE CONTRACT. RAP 7. (MAX) 10% 157
DESIGN AIR VOIDS 4.07. @ Ndes=70 4,07 @ Ndes=70
MIX COMPOSITION
(GRADATION MIXTURE) L 19.0
FRICTION AGG MIXTURE ‘D* MIXTURE “B"
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